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TVS MM-12A/CH-15DXA/CM-21DXA CRT Video Monitors Open Commercial Offer
Dear Friends,
This is a wholesale offer for the discontinued B&W and Color CRT Monitors in durable metal cabinet by TVS - Taiwan Video System Co., Ltd., which have been

approved and sold all over the World by different trade marks as SANYO and many others. The monitors are well visible, durable and reliable and them ideally suits
for Industrial and Military applications as data or vision monitors.

## Item Description Manufacturer MOQ Price/lea GBP | MOQ Total GBP | Remarks
01 MM-12A 12” Black & White Monochrome CRT Video Monitor TVS 12 450.00 5,400.00
1 890.00 890.00
02 CH-15DXA 15" PAL/NTSC Color CRT Video Monitor TVS 8 550.00 4,400.00
1 1,090.00 1,090.00
03 CM-21DXA 21" PAL/NTSC Color CRT Video Monitor TVS 4 650.00 2,600.00
1 1,190.00 1,190.00
Condition: New, unused, unopened, old
stock.

TVS Specs are enclosed

CE & FC EMC Certificates are available and provided by request

Price Term: ExStock: Israel/Holon

Currency conversion on invoicing GBP/EUR/USD for abroad buyers
date: NIS for local buyers

Payment in advance: Bank Transfer or PayPal

Product is stored in air-
conditioned rooms, and is
available for immediate
dispatching.

Packing & Dispatching according
your instructions
Pre-release testing by request

This offer is valid for today, and its details, available quantities should be confirmed on a day of inquiry or ordering for changes if any.
Please do your inquiries accurate providing details of your organization. Anonymous inquires like from bao-bab@gmail.com will be ignored.
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Specification subject to change without notice.

CCTV MONITOR SERIES

12" B/W CCTYV Monitor

MM-12

- MM-12A

< Robust metal cover easy for store up
¥ High performance with high resolution more than

800 TV lines

<« Universal power input AC 100 ~ 240V

MM-12

« Dual scanning system EIA/CCIR compatible

MM-12A

« Scanning system for EIA or CCIR compatible
« Built-in clear and crisp speaker

MODEL

MM-12 / MM12A

Picture Tube

12" diagonal B/W

Horizontal Resolution

>800 TV lines (Center)

Scanning Frequency

15.750 KHz / 60 Hz (EIA)

15.625 KHz / 50 Hz (CCIR)

Video Input

Composite video 1.0 Vp-p 75

Video Connections

Video BNC in x 1

Video BNC out x 1

Audio Connections MM-12A:

RCAinx 1

RCA out x 1

Control MM-12:

Front

Power on/off, Brightness, Contrast, V-Size

Rear

75 ¢ / Hi, V-Hold, Sub-Bri, V-Size

Control MM-12A:

Front

Power on/off, Brightness, Contrast, Volume

Rear

75 0 / Hi, V-Hold, Sub-Bri, V-Size

Power Input

AC 100 ~ 240V, 50/60 Hz

Power Consumption

30W max

Dimensions (WxHxD) Packing

388 x 390 x 383 mm

Product

304 x 320 x 310 mm

Weight  Net

8.0 Kgs

Gross

9.0 Kgs

Operating Humidity Condition

10% ~ 90%

Operating Temperature Range

-10°C ~ +50°C
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CH-15DXA

User control
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Multi-Language OSD (On Screen Display) user control
High performance with high resolution more than

800 TV lines

Perfect video display performance through Y/C input

Ergonomics handle design

Robust metal cover easy for store up
Over/Under scan (Push-push type on front panel)
Built-in clear and crisp speaker

Dual scanning system NTSC / PAL compatible

Auto loop through

Built-in 3 Channels switch by manual
Universal power input AC 100 ~ 240V

MODEL

CH-15DXA

Picture Tube

15" 90° 0.27mm color CDT

Horizontal Resolution

>800 TV lines (Center)

Scanning Frequency

15.734 KHz / 60 Hz (NTSC)

15.625 KHz / 50 Hz (PAL)

Video Input

Composite video 1.0 Vp-p 75 ()

Video Connections

Video BNCinx 2,Y/Cinx 1

(upo_viEon) (aupio vioeos) (wbo  vie )
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Video BNC out x 2, Y/C out x 1

Audio Connections

RCAinx 3

RCA outx 3

Dimensions

368 ‘ ‘ 376

Control Front

Power on/off, OSD for..........

Power Input

AC 100 ~ 240V, 50/60 Hz

Power Consumption

95W max

Dimensions (WxHxD) Packing

470 x 470 x 490 mm

Product

368 x 361 x 376 mm

Weight Net

15 Kgs

Gross

16 Kgs

Operating Humidity Condition

15% ~ 90%
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Operating Temperature Range

-10°C ~ +50°C

Specification subject to change without notice.
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TV

CM-21DXA
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Specification subject to change without notice.

CCTV MONITOR SERIES

21" COLOR CCTYV Monitor
Smart Series

CM-21DXA / CM-21VXA

« Auto loop through

« Stackable metal cabinet

« High performance with high resolution more than

500 TV lines

« Dual scanning system NTSC / PAL compatible
« Universal power input AC 100 ~ 240V
« Built-in clear and crisp speaker

CM-21DXA

« Multi-Language OSD (On Screen Display) user control
« Built-in 3 CH switcher by auto or manual
« Built-in microprocessor digital control

CM-21VXA
<« VR user control

MODEL

CM-21DXA / CM-21VXA

Picture Tube

21" diagonal Flat Square Tube color

Horizontal Resolution

>500 TV lines (Center)

Scanning Frequency

15.734 KHz / 60 Hz (NTSC)

15.625 KHz / 50 Hz (PAL)

Video Input

Composite video 1.0 V p-p 75 0

Video Connections CIM-21DXA

Video BNC inx 2, Y/C in x 1

Video BNC out x 2, Y/C out x 1

CM-21VXA

Video BNC inx 1, Y/C in x 1

Video BNC out x 1, Y/C out x 1

Audio Connections CIVI-21DXA

RCAinx3

RCA out x 3

CM-21VXA

RCAinx 1

RCA out x 1

Control Front CVI-21DXA

Power on/off, OSD for.........

CM-21VXA

VR control

Power Input

AC 100 ~ 240V, 50/60 Hz

Power Consumption

80W max

Dimensions (WxHxD) Packing

648 x 645 x 640 mm

Product

492 x 474 x 482 mm

Weight Net

27.0 Kgs

Gross

29.0 Kgs

Operating Humidity Condition

10% ~ 90%

Operating Temperature Range

-10°C ~+50°C
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TVS

Quad Panel
(Optional)

OSD Control Panel

Ergonomics skid-resisted handle

21" FST High Resolution CRT

Stackable metal cabinet

Artistic ventilation inlet

CCTV MONITOR SERIES

Innovative Design
of TVS DXA Series

<« Auto Video Loss Detect
« Auto No Signal Detect
<« Auto Loop Through

2. Smart Control

« 3 Channels Auto/Manual Switching
(2 Sets of BNC In/Out, 1 Set of Y/C In/Out)

« Dwell Time Control, Sequential Auto/Manual Switcher,
SWITCH TIME 1 ~ 30 seconds

3. Smart View

« On Screen Display (OSD)
« Multi-Language, OSD in Trilingual Language
(English/Japanese/Chinese),Maximum extend to 8 kinds

of language.

« Illustration and Numerical Instruction

1. COLOR

2. TINT

3. BRIGHTNESS
4. CONTRAST
5. SHARPNESS

6. VOLUME

7. SWITCHER MODE
8. LANGUAGE

9. VERSION
EXIT:0SD
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4. Smart Systems

AC INPUT ( \ -
R R Wl « PAL/NTSC Auto Detect
- S J « AC100V ~ 240V Universal Power Source
« CVBS & Y/C Available, compatible with VCR, Camera,
AC Multiplexer and Quad
—&
VCR

vor S

« Modularized design in front bezel with speaker panel,

VHS W
Camera

S-VHS
Camera
VHS

quad panel and control panel. Can use change-code function
for various outward to meet customer's distinct demands.
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